Nat’l Highway Traffic Safety Admin., DOT

Subparts G-H [Reserved]
Subpart I—6-Year-Old Child

Incorporation by reference.

General description.

Head assembly and test procedure.

Neck assembly and test procedure.

572.74 Thorax assembly and test procedure.

572.75 Lumbar spine, abdomen, and pelvis
assembly and test procedure.

572.76 Limbs assembly and test procedure.

572.77 Instrumentation.

572.78 Performance test conditions.

FIGURES TO SUBPART |

Subpart J—9-Month Old Child

Incorporated materials.

General description.

Head.

Head-neck.

Thorax.

572.85 Lumbar spine flexure.

572.86 Test conditions and dummy adjust-
ment.

572.70
572.71
572.72
572.73

572.80
572.81
572.82
572.83
572.84

Subpart K—Newborn Infant

572.90 Incorporation by reference.
572.91 General description.

Subpart L—Free Motion Headform

572.100
572.101

Incorporation by reference.

General description.

572.102 Drop test.

572.103 Test conditions and
tion.

instrumenta-

Subpart M—Side Impact Hybrid Dummy
50th Percentile Male.

572.110
572.111
572.112
572.113
572.114
572.115
572.116

Subpart N—Six-year-old Child Test
Dummy, Beta Version

Materials incorporated by reference.
General description.

Head assembly.

Neck assembly.

Thorax.

Lumbar spine and pelvis.
Instrumentation and test conditions.

572.120
572.121
572.122
572.123

Incorporation by reference.

General description.

Head assembly and test procedure.

Neck assembly and test procedure.

572.124 Thorax assembly and test procedure.

572.125 Upper and lower torso assemblies
and torso flexion test procedure.

572.126 Knees and knee impact test proce-
dure.

572.127 Test conditions and
tion.

FIGURES TO SUBPART N

instrumenta-

§572.1

Subpart O—Hybrid Ill 5th Percentile
Female Test Dummy, Alpha Version

572.130
572.131
572.132
572.133

Incorporation by reference.

General description.

Head assembly and test procedure.

Neck assembly and test procedure.

572.134 Thorax assembly and test procedure.

572.135 Upper and lower torso assemblies
and torso flexion test procedure.

572.136 Knees and knee impact test proce-
dure.

572.137 Test conditions and
tion.

FIGURES TO SUBPART O

instrumenta-

Subpart P—Hybrid lll 3-Year-Old Child
Crash Test Dummy, Alpha Version

572.140
572.141

Incorporation by reference.

General description.

572.142 Head assembly and test procedure.

572.143 Neck-headform assembly and test
procedure.

572.144 Thorax assembly and test procedure.

572.145 Upper and lower torso assemblies
and torso flexion test procedure.

572.146 Test condition and instrumentation.

FIGURES TO SUBPART P

Subpart R—CRABI 12-Month-Old Infant
Crash Test Dummy, Alpha Version

572.150 Incorporation by reference.

572.151 General description.

572.152 Head assembly and test procedure.

572.153 Neck-headform assembly and test
procedure.

572.154 Thorax assembly and test procedure.

572.155 Test condition and instrumentation.

FIGURES TO SUBPART R

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117
and 30166; delegation of authority at 49 CFR
1.50.

EDITORIAL NOTE: For compliance provi-
sions relating to a vehicle’s conformance
with the performance requirements of Stand-
ard No. 208 (§571.208) relating to the part 572
test dummy, see the ‘“‘Effective Date Note”
at subpart E of this part.

Subpart A—General

§572.1 Scope.

This part describes the
anthropomorphic test devices that are
to be used for compliance testing of
motor vehicles and motor vehicle
equipment with motor vehicle safety
standards.
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